1A. QUICK START INSTRUCTIONS

If the Explorer SpeedVac System has already been installed and set up properly, you can start a run by performing the following steps:

1. 
At the right side of the concentrator, turn the green rocker switch to the ON position. Wait a few seconds for the control panel to show that initialization is complete.

2. 
If it is necessary, defrost the cold trap to ensure optimum trapping efficiency (see section 6.3 for further information). If a GCF4-EXP Glass Flask is inserted into the cold trap, replace the flask with a clean, empty flask.

You can load the concentrator (steps 3 and 4) while any required defrosting proceeds.

3.  Press the large up arrow at the lower left of the control panel to raise the concentrator cover. Load blocks with samples into the carriers. Properly balance the blocks on the rotor to within 50 grams. If you are using direct in-sample probes, please make sure they are fully secured in the samples and that there is no slack on the wiring that can rub against the chamber.

7. If necessary, press the REFRIGERATE button to start the cold trap.

6. 
If the message display says "Cold trap over temp", wait until the cold trap reaches proper operating temperature before use.

7. 
For an AutoDry run, press the Run Type button until the “AutoDry” lamp is lit.

	•
Press Enter to begin adjusting parameters.

•
Use the m o arrow keys to navigate between parameters. Use the n p up/down keys to adjust

the parameter values. You need to select:

	•
	Chamber Temperature
	[set range: 35 to 85 °C]

	•
	Target Stop Temperature
	[set range: 0 to 85 °C]

	•
	Temperature Probe
	[select probe: Tb, Tg, Ty, Tr]

	•
	Run Type
	[RUN or HOLD]

	•
	Vacuum Level
	[set range: 200Torr to MAX]

	•
	Vacuum Ramp
	[settings: FULL, 4,3,2,1]


· Press Enter to save these settings

· Symmetrically load samples into the carriers, maintaining equal balance between opposite samples.

· [Optional] Insert temperature probe into sample making sure the wire is secure. Select the

appropriate colored target probe in the settings to reflect the inserted temperature probe.

· Press Lid down to close the cover. There is a safety lid mechanism to prevent the cover

from closing if an object is obstructing the cover.

· Press Start to begin run

NOTE: The AutoDry mode will not operate without a temperature probe (Tb, Ty, Tg or Tr) attached.


	8.
For Timed or Timed-Plus modes, press the Run Type button until the nearby “Time” lamp is lit.

	•
Press Enter to begin adjusting parameters.

•
Use the m o arrow keys to navigate between parameters. Use the n p up/down keys to adjust

the parameter values. You need to select/adjust:

	•
	Chamber Temperature
	[set range: 35 to 85 °C]

	•
	Target Temperature (Time-Plus (+) Mode only)
	[set range: 0 to 85 °C]

	•
	Run Time
	[set range: 99h:59m to 1 minute]

	•
	Vacuum Level
	[set range: 200Torr to MAX]

	•
	Vacuum Ramp
	[settings: FULL, 4,3,2,1]

	•
	Lamp Time (Time Mode only)
	[set range: 99h:59m to 1 minute, OFF]

	•
	Heater Time (Time Mode only)
	[set range: 99h:59m to 1 minute, OFF]


· Press Enter to save these settings

· Symmetrically load samples into the carriers, maintaining equal balance between opposite samples.

· Press Lid down to close the cover. There is a safety lid mechanism to prevent the cover from closing if an object is obstructing the cover.

· Press Start to begin run

NOTE: The TIMED+ mode will not operate without a temperature probe attached.
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